
S P E C I F I C A T I O N

SAK
Overall length
M 1085 mm (42 3/4")
L 1145 mm (45 1/16")
Barrel length
M  570 mm (22 7/16")
L  620 mm (24 3/8")
Weight
M  3.4 kg (7 1/2 lbs)
L  3.6 kg (7 15/16 lbs)
Length of pull
M / L  355 mm (14")

S A K O  8 5  C L A S S I C  D E L U X E

SAKO 85 CLASSIC DELUXE has a series of action which is designated: Medium action (M) and Long action (L).
The ACTIONS continue to offer traditional SAKO features such as: action sizes matched to cartridges; mechanical
ejection and integral tapered scope mount rail. Additionally there is a controlled feed on all models to ensure reliable
cartridge feed to the chamber on all situations (Pat.pend.). All visible metal parts are highly polished.
The fixed MAGAZINE with hinged, polished floorplate holds 4 or 5 cartridges depending on caliber.
The single-stage TRIGGER pull is adjustable from 1 kg to 2 kg (2 to 4 lbs).
The SAFETY features a mechanism that allows loading and unloading of the rifle with safety engaged.
The hi-grade german style walnut STOCK with rosewood fore-end tip and pistol grip cap is oilfinished as standard.
Strong, extended recoil lug screwed on the fore-end. Band type front swivel around the barrel in front of the forend.
SAKO 85 CLASSIC DELUXE is available with adjustable open sights. Integral rails for the scope mounts are on the
top of the receiver.
The totally free-floating BARREL is cold hammer-forged.
Sling swivels standard.

TECHNICAL DATA

Action caliber rate of twist
270 Win 10”
7x64 * 10”M 30-06 Sprg 11”
370 Sako Mag 14”

L 375 H&H Mag 12”
* Special order only

Cartridge capacity
M 6 rounds (1 in chamber, 5 in magazine)
L 5 rounds (1 in chamber, 4 in magazine)
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